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Be Independent, not Dependent!
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2 stage combustion
technology

Phase 2 qualified to the
new test standard
dated 08/18/2011

Maximum of 150,000 BTU's

Digital process
control system

Maintenance friendly
FEasy ash removal

No wood dust or ash
in your home

Thermostar controlled,
standard with stainless
steel circulator pumps

Connects to existing
Jforced air and
hydronic systems

¥ Completely assembled

Jor easy hookup

PHASE 2 QUALIFIED

U.S.Environmental Protection Agency
Hydronic Heater Program

This model is qualified by EPA to meet Phase 2 smoke emission levels.
Models with lower smoke emissions may reduce your risk of
respiratory illness.

EPA Phase 2
This Model Emission Level
0.31 Ibs/million BTU 0.32 Ibs/million BTU

MANUFACTURER: Hardy Manufacturing Co., Inc.
MODEL NUMBER: KB165
8-HOUR OUTPUT RATING: 73,573 BTU/HR

8-HOUR AVERAGE EFFICIENCY*:  62% (high heating value)
66% (low heating value)

ANNUAL EFFICIENCY*: 57% (high heating value)
62% (low heating value)
PARTICLE POLLUTION: 3.9 GRAMS/HR (average)

0.31 LBS/MILLION BTU OUTPUT

*Performance may vary due to heating requirements, proper sizing of boiler to home, and
owner operation. Follow the operator’s manual and burn only dry seasoned wood.

Tested with EPA's Method 28 WHH dated 08/18/2011

Burn ISW'sg

For more information go to www.epa.gov/burnwise
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Since 1976 we ve been heating homes and domestic water just like yours,
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MODEL KB165
SPECIFICATIONS Clean Energy Burner
Max. BTU/Hour Output 150,000
Fire Chamber Capacity 13 cu. ft.
Maximum Log Length 24"
Weight 10921bs.
Fuel Cord Wood
30% or less moisture, approx.
6 to 9 months seasoned.)

Water Capacity 130 Gallons
Flue Stack 8" x 10" Double Wall
Electrical Equipment 115 VAC, 60 Hz
DIMENSIONS
Furnace With Cover 60"x34"x61"
Firebox 27"x24"x38"
CONSTRUCTION
Firebox, Water Tank, Base 14 & 16 Gauge
Ash Bin, and Doors Stainless Steel
Smoke Stack and 24 & 26 Gauge
Outside Cover Stainless Steel

Designed for heating season only.
Specifications are subject to change without notice;
capacities and dimensions are approximate.

© Hardy Manufacturing Co., Inc.



